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K O M O product certificate K22794/03
Metal fittings for the IVAR PRESS - system

PRODUCT SPECIFICATION
the following products belong to this certificate

511015 15mm with angled pressfitting 16x2, 511017 15mm with angled pressfitting 16x2,
length 150 mm length 1100 mm
511016 156mm with angled pressfitting 16x2,

lenght 330 mm

513001

G/2A x 16x2 mm. 51
513002 G%A x 20x2 mm. 513004 G%A x 26x3 mm.
513012 PT 5725 RAC.FIN.DIS.SX 20X1/2F 513013 PT 5724 RAC.FIN.DIS.DX 20X1/2F
513008 PT 5725 RAC.FIN.DIS.SX 16X1/2F 513009 PT 5724 RAC.FIN.DIS.DX 16X1/2F
500304 Wall mount for 16 mm 500306 Wall mount for 20 mm
510064 PT5780 RAC.MUR.DOP.1/2Fx20/2
510075 Cap 32x3 mm
510073 Cap 20x2 mm
510074 Cap 26x3 mm
510071 Cap 16x2 mm
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(assembled model)

510180 (bend) 512082

512083 20 x 16 x 16 (assembled model) 512084 16 x 20 x 16 (assembled model)
512085 20 x 20 x 20 (assembled model) 512086 20 x 20 x 16 (assembled model)
512096 16 x 16 x 20 (assembled model) 512097 16 x 20 x 20 (assembled model)
MARKING

The products are marked with the KOMO®-mark.

The implementation of the marks is as follows:

The fittings have been furnished with the following compulsory marks:
. name or mark of manufactu-rer: on the fitting

. outside diameter of the PEX/AI pipe; on the fitting

. name of the system; on the fitting

Method of marking:
. indelible
. visible after assembly

RECOMMENDATIONS FOR USERS

1. The fittings are intended to be used as a part of a PE-X/Al 3. If you should reject a product on the basis of the above,

pipingsystem for heating installations and more specific please contact:
radiatorconnections. 3.1 IVAR S.p.A.
For the application and making of connections the quidelines and, if necessary,
of the products have to be followed. In addition to this only 3.2 Kiwa N.V.
pipes PE-X/Al as included in the certificate no. K11403 shall

be used

2. Check at the time of delivery whether:
2.1 the producer has delivered in conformity with the
agreement;
2.2 the mark and marking method are correct;
2.3 the products do not show any visible defects due to
transport etc.

Check whether this certificate is still valid by consulting the
Kiwa website: www.kiwa.nl

LIST OF DOCUMENTS

* For the actual version of the standaard see the latest version of the BRL or latest amendment sheet. 5606
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